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ABSTRACT : 



The present invention relates to techniques for controlling transfers of 
information in computer networks. One technique involves transmitting from a 
server computer to a client computer a document containing a channel object 
corresponding to a communication service, and storing an access ticket that 
indicates that a user of the client computer permits the information source 
computer to communicate with the user over a specified channel . Another 
technique involves transmitting smart digital offers based on information such 
as coupons and purchasing histories stored at the computer receiving the offer. 
Another technique involves transmitting from a server computer to a client 
computer a request for a user's personal profile information, and activating a 
client avatar that compares the request for personal profile information with a 
security profile of the user limiting access to personal profile information. 
Another technique involves transmitting from a server computer to a client 
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computer a document containing an embedded link, activating the embedded link 
at the client computer and recording activation of the embedded link in a 
metering log. 



62 Claims, 9 Drawing figures 
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L12 : Entry 1 of 6 File: USPT 

DOCUMENT- IDENTIFIER: US 6279112 Bl 

TITLE: Controlled transfer of information in computer networks 



BSPR: 

U.S. patent application Ser. No. 08/168,519, filed Dec. 16, 19 9-^ by David K. 
Gifford and entitled "Digital Active Advertising, " the entire/disclosure of 
which is hereby incorporated herein in its entirety by reference, describes a 
network sales or payment system that includes at least a oiient computer and a 
payment computer. The client computer transmits a paymerife'' order and an 
authenticator to the payment computer. The payment computer verifies the 
authenticator , transmits a payment authorization mess^e and an authenticator 
back to the client computer, and performs a payment ysettlement transaction. 

BSPR: / 

The client avatar acts as an agent for the Mser A>y controlling the release of 
information from the client personal profile tip the server computer. The 
client avatar makes it possible to store a si/ngle client personal profile at 
the client computer or an agency computer , irather than multiple personal 
profiles at multiple server computers, whLde at the same time limiting the 
release of certain information from the personal profile only to trusted 
servers or only upon specific author izayion from the user. 

DEPR: / 

Referring to FIG. 1, a network-basey system for controlled asynchronous 
transfer of information includes a/client computer 10, operated by a user, 
that filters information transfecred asynchronously to the client computer, a 
server computer 12 that transmit/s a document to the client computer containing 
a channel object that can be activated to authorize an asynchronous transfer 
of information, an inf ormatiojif source computer 14 that asynchronously 
transfers the information, a^d an optional notification server 16 that acts as 
a trusted intermediary that/ filters asynchronously transferred information on 
behalf of the client computer. In certain implementations server computer 12 
and information source computer 14 are the same computer. As used herein, the 
term "asynchronous" traii^fer of information refers to a transfer of 
information from an information source computer that is initiated by the 
information source computer rather than by another computer to which the 
information source ctsmputer responds. 

DEPR: / 

The description oj the asynchronous communication service in the channel 
object may include a certificate that includes an identification of the 
supplier of the /information to be transmitted to the client computer, as well 
as the suppliers public key, the certificate being signed by a certifying 
authority . ThiiS public key will be used by the client computer to authenticate 
the informatigm to be transmitted to the client computer by the information 
source computer. 



Aug 21, 2001 




DEPR: 

When the document is displayed on the user computer, the icon contained in the 
channel object is displayed on the document as a representation of the channel 
object, and the user can determine from the document whether to authorize 
delivery of the content of the channel object as described in the document. 
The user can activate or select the channel object by clicking on a 
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representation of the channel object on the document, or a channel object in a 
document or broadcast received by the client computer may be activated 
automatically by the computer if the keywords or the other identifying 
information contained in the channel object match preset parameters 
pre-programmed into the client computer as a personal profile of the user 
(step 28) . For example, the user may pre-program the computer to search for a 
keyword phrase such as "BUGS BUNNY" to automatically activate channel objects 
pertaining to BUGS BUNNY. Similarly, the user may authorize automatic 
activation of channel objects containing an embedded "G" rating, or automatic 
activation of only one megabyte of information per week. 

DEPR: 

Activation of the channel object causes an access ticket containing the 
description of the asynchronous communication service to be added to the 
client control list in the client computer, or causes the access ticket to be 
sent to the notification server, which adds it to the access control list 
(step 30) . The access ticket permits the information source computer to 
communicate asynchronously with the client computer over a channel specified 
by the channel object, which may be a broadcast or multicast channel at a 
specific time period, or which may be the computer network linking the client 
computer and the information source computer in the event that the information 
from the information source computer is to be received by means of an 
asynchronous communication over the computer network. Thus, the activation of 
a channel object initiates an asynchronous communication channel from the 
information source computer to the client computer and instructs the client 
computer that the information source computer is authorized to send 
information over the channel. 

DEPR: 

Channel objects may be embedded not only in documents or pages on the World 
Wide Web, but in an alternative implementation they may be embedded in e-mail 
messages, OLE objects, ActiveX applets, etc. In fact, all of the 
communications between the server computer and the client computer and between 
the information source computer and the client computer may occur by e-mail, 
via ^^^^^^^^^^^^^^^^ etc . 

DEPR: 

If the smart digital offer object attempts to observe the purchasing history 
or certain other user-specific information, the client computer asks the user 
whether the user wishes to reveal the information (step 122) . The user 
indicates whether release of the information is authorized (step 124) , and the 
smart digital offer object then examines the coupon (including the coupon's 
authenticator) , digital receipts (including authenticators) and other 
user-specific information authorized to be revealed by the user, and presents 
to the user an offer of a product or service (step 126) . The execution 
environment at the client computer can under some circumstances change between 
steps 118 and 126. For example, the client computer may receive a coupon after 
step 118 occurs but before step 126 occurs. In one particular embodiment the 
client computer includes a client "avatar" of the type described below in 
connection with FIGS. 5 and 6, which limits the release of certain information 
only to trusted servers, or only upon authorization from the client user, or 
both . 



DEPR: 

The terms or conditions of the offer, such as price and payment terms, are 
calculated by the smart digital offer object using formulas that depend on the 
information contained in the digital coupons and the other information 
examined by the smart digital offer object, including the time of day, or user 
profile information such as membership codes, user's age, user's income, and 
other demographic information certified by an independent authority with an 
authenticator. When the user accepts the offer (step 128) the client computer 
sends a message to the offer-providing server indicating that the user has 
accepted the offer, or sends the message to an intermediary server that is 
trusted by the client computer to maintain the confidentiality of 
user-specific information and is trusted by the offer-providing server to 
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verify the terms on which the offer was accepted (step 130) . The message sent 
to the offer-providing server or the intermediary server includes the terms 
upon which the offer was accepted and also includes an authenticator . The 
offer-providing server or the intermediary server verifies the terms on which 
the offer was accepted by verifying the authenticator (step 132) , and, if an 
intermediary server is used, the intermediary server reports the acceptance of 
the offer and the terms on which it was accepted to the offer-providing 
server. The offer-providing server then fulfills the offer by causing the 
offered product or service to be provided to the user (step 134) . 



DEPR: 

Referring to FIG. 5, another network-based system for controlled transfer of 
information includes a client computer 200, a server computer 202 and an 
optional agency computer 204. Client computer 200 or agency computer 204 
stores a client personal profile 206 containing demographic data, current 
shopping interests and preferences, contact addresses, and other personal or 
semi-personal information. The client personal profile can include information 
that changes on a day-to-day basis, such as a purchasing history (which may be 
recorded in accordance with the techniques described in the above-mentioned 
U.S. patent application Ser. No. 08/328,133), or a list of goods that the user 
wishes to buy (entered manually by the user in response to a prompt) . Client 
computer 200 also stores a client security profile 208 that specifies that 
certain information in client personal profile 206 should be disclosed to 
server computer 202 only to trusted servers or only upon authorization from 
the client user or both. A client "avatar" 210 located at client computer 200 
acts as an agent for the user by controlling the release of information from 
client personal profile 206 to server computer 202. 



DEPR: 

If the profile query requests information that the security profile restricts 
only to trusted servers, then the client avatar determines whether the server 
computer is one of the trusted servers and, if so, checks the authenticating 
signature contained in the offer/catalog description record (step 217) (the 
client avatar may assume that if the supplier of the record is a trusted 
supplier, then the server should be trusted too) . If the profile query 
requests information that, according to the security profile, requires user 
authorization for release, then the client avatar prompts the user for 
authorization to release the information to the server computer (step 218) and 
the user indicates whether release of the information is authorized (step 
220) . Ordinarily, the user will not be prompted for authorization to release 
information to a trusted server, but the security profile can nevertheless be 
configured to require this for certain information. 



DEPR: 

After the client avatar determines which requested information can be released 
to the server computer, the client avatar transmits a subset of the client 
personal profile to the server computer, or sends an authorization message to 
the agency computer, which in turn transmits the subset of the client personal 
profile to the server computer (step 222) . The subset includes all information 
in the client personal profile requested in the profile query and authorized 
for release to the server computer. Thus, the subset may not include all the 
information requested in the profile query. The server computer then transmits 
a client-specific sales offer or a customized document such as an electronic 
newspaper or magazine to the client computer based on the subset of the client 
personal profile received by the server computer (step 224) , and the offer or 
document is displayed to the user at the client computer. The server computer 
may use the subset of the client personal profile to customize other web-based 
services offered to the user, including digital coupons, search services, and 
advertisements. Client-specific sales offers and coupons can be implemented in 
accordance with the smart digital offer technique described above in 
connection with FIGS. 3 and 4A-4B. The server computer could alternatively use 
the subset of the client personal profile to select or fabricate a channel 
object to send to the client computer, the channel object corresponding to a 
channel for asynchronous transfer of information to the client computer. The 
client computer can then activate the channel object in accordance with the 
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technique described above in connection with FIGS. 1 and 2. The server 
computer may even create a broadcast or multicast channel for the user by 
broadcasting or multicasting client-specific information and placing a 
specific identifying character or code at the beginning of the client-specific 
information. All of this can be accomplished using a single client personal 
profile stored at the client computer or agency computer, rather than multiple 
personal profiles stored at multiple server computers. 

DEPR: 

The security profile of the user can be developed progressively according to a 
scheme in which the security profile initially assumes that every supplier of 
offer/catalog description records is untrusted, every server is untrusted, and 
all information requires user authorization for release to every server. As 
profile queries are received by the client avatar, the client avatar queries 
the user whether the server computer should be trusted in the future (or 
whether the supplier of the offer/catalog description records should be 
trusted in the future, in which case the servers used by the trusted suppliers 
will be trusted too) , and whether the requested information is authorized for 
release to untrusted servers. Based on the user's responses, the client avatar 
appropriately reconfigures the security profile. 

DEPR: 

In one embodiment, when the client avatar sends the subset of the client 
personal profile to the server computer, the client computer identifies the 
agency computer to the server computer. At the same time the client avatar 
sends an authorization message to the agency computer authorizing release of 
certain information, or any and all information, from the client personal 
profile to the server computer. This allows the server computer to transmit 
profile queries to the agency computer and to receive from the agency computer 
subsets of the client personal profile, even when the client computer is 
off-line. The agency computer maintains an access control list corresponding 
to all of the authorization messages received from the client computer, so 
that the agency computer can know which information can be released to which 
servers . 



CLPR: 

48. The network-based system of claim 47 wherein the client computer is 
programmed to record in the metering log mouse-click activity on the portion 
of the document corresponding to the embedded link and to allow the 
mouse-click activity to pass on to obj ects on the document other than the 
embedded link. 



CLPR: 

59. The network-based system of claim 58 wherein the client computer is 
programmed to record in the metering log mouse-click activity on the portion 
of the document corresponding to the embedded link and to allow the 
mouse-click activity to pass on to objects on the document other than the 
embedded link. 



CLPV: 

an agency computer programmed to store the personal profile, wherein the 
client avatar causes an authorization message to be transmitted to the agency 
computer authorizing the agency computer to release the subset of the personal 
profile, and the agency computer is programmed to transmit the subset of the 
personal profile to the server computer. 

CLPV: 

wherein the embedded link is structured to require the client computer to 
search for information stored on the client computer pertaining to 
authorization of the user activating the embedded link. 
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ABSTRACT : 



An authoring environment for producing content for an on-line system is 
described. This environment includes a story editor which can save files in a 
Multimedia Document Format (MDF) file. A MDF file is an OLE^^rage wherein one 
storage object holds text of the content in a Multimedia^^^^R^^^^^Markup 
Language. Other parts of the MDF file include storages for holding content 
search terms and storages for embedded objects. 



15 Claims, 



19 Drawing figures 
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An aiithnri ng environment for producing content for an on-line sys-tem is 
described. This environment includes a story editor which can s^lve files in a 
Multimedia Document Format (MDF) file. A MDF file is an OLE storage wherein 
one storage object holds text of the content in a Multimedia yPiiblishing Markup 
Language. Other parts of the MDF file include storages for laolding content 
search terms and storages for embedded objects. / 

BSPR: / 
The present invention relates to electronic publishing /systems and, more 
specifically, to an an^hr)r^ ng system for creating structured documents in an 
on-line publishing system. / 

BSPR: / 

Therefore a need exists for an on-line system whLch provides separation of 
design from content. Moreover, a need exists f or/an auM-inri ng system to be 
used in an on-line network to provide content providers with increased 
flexibility for presenting their content to customers. 

BSPR: / 

The present invention relates to a new antbfiri ng system for creating on-line 
stories. The preferred embodiment of the environment uses an enhanced version 
of Microsoft Word.RTM. to create Multimedia Document Files (MDF) . These 
multimedia files are then used to provide content for displayed on-line titles 
as discussed below for a Multimedia Pui/lishing System (MPS) . 

BSPR: / 

In addition to adding MDF content tor a project by auM-inri ng in Word.RTM., the 
present invention also includes programs for converting existing HTML 
documents to a MPML when added to /4 project. These concepts will be explained 
in more detail below. / 

DEPR : / 

Reference is now made to the drawings wherein like numerals refer to like 
parts throughout. For convenience, the following description will be organized 
into the following seven principle sections: Acronyms, Advantages of the 
Multimedia Pijblication Syst&n, Multimedia Publishing System Overview, 
AiiMnnri ng Overview, Multimaraia Document Format File Structure, Using 
Multimedia Documents in arr On-line System, Summary. 

DEPR : / 

To enable a new generation of on-line, multimedia applications, an end-to-end 
system has been invented for developing and using applications and services. 
The system, called the Multimedia P\iblishing System (MPS or MP system) , 
preferably uses the /Microsoft Network. As an open, turnkey system, MPS 
includes components' for design, anthnri ng, distribution, viewing, search, 
personalization, amd billing of on-line services and multimedia applications. 
The MP system alzows content providers to offer rich, interactive multimedia 
applications and services, providing users a compelling and exciting on-line 
experience. The MP system provides the key to overcoming the previously 
described hurdles facing the on-line industry. 



DEPR: 
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The Designer 194 is an extensible design and development environment that 
includes several preferred software components. These include a project editor 
184 to manage tiles, containers, and objects,- a page editor 186 to create and 
layout pages; a word processor, such as Microsoft MPS Word, for creating 
content optimized for the MP system 100; and optional third-party tools, such 
as a sound editor 190, an image editor 192, and another media object editor 
193 to create and modify sound, image, video, animation and other content 
objects. For sut-hriri ng textual content, the preferred text editor is an 
enhanced version of the Microsoft Word 6.0 wordprocessing program for creating 
tagged, hypertext documents. Together, these programs form the Designer 
Component 194. 



DEPR : 

The MPS Designer 194 is a page or forms-based development system similar to 
Visual Basic. The development environment is graphical and easy to use. 
Controls, which represent the components of a MPS application that will appear 
on-screen, are laid out within MPS pages. MPS pages and controls are 
preferably based on Object Linking and Embedding 198 (in FIG. 2) (OLE) , 
Microsoft's component software technology. OLE, which presently is at version 
2, is further described in In^^^^LE2andOLE^. Programmer ' s Reference, 
Volumes 1 and 2, all of which^^^^^^lS!i^^^^^^8re^osof t Press, and are hereby 
incorporated by reference. However, other rjompniiTid dnrnmpnt ;^rr >^^ctnregc;iirh 
as OpenDoc could be used as well. ^^l^^Bii^iHHHHHM^Mii^BI^B^' 

DEPR: 

While content is displayed within controls that have been laid out on MPS 
pages in the MPS Designer 194, content can be authored in any number of 
existing Microsoft and third-party tools. One such tool for anthnring 
hypertext is an enhanced version of Microsoft Word that supports special MPS 
features for creating and tagging MPS text. Other existing tools for creating 
bitmaps, complex drawings, and other multimedia content can be used to create 
the content displayed within any particular OLE Control. In addition, most 
existing OLE Controls { .ocx executable programs) will work in the MPS 
environment although they may not be optimized for on-line applications. For 
example, a standard AVI OLE Control could be placed in an MPS application. 

DEPR: 

For dynamic titles, most (and potentially all) of the work is done within the 
Content Anthori ng environment. For static titles, it could all be done within 
the Title Design environment. In practice, most releases will involve some 
work in both of these environments. 



DEPR: 

Content authors- -including editors, writers, reporters, and forum 
managers- -generate content, including structured stories, using the content 
authori ng environment. Writers compose the textual content that appears in a 
title (or a release of a title) . They hand their materials off to the 
editorial staff. The editorial staff is in charge of the overall content of 
the title. For multimedia titles, this role is very similar to the director of 
a motion picture or television program. 

DEPR: 

The content anthnri ng environment supports a variety of tools, such as, for 
example, a MPS document editor. The MP system 100 also supplies tools to 
specify and manage links and to specify story properties. Third-party tools 
may also be added to the content anthori ng environment. 

DEPR: 

The present invention includes a set of ant-hori ng tools and data structures 
for creating content that is to be pviblished in an on-line network. The 
present invention includes a story editor which is used by the publisher 102 
to produce content for an on-line publishing system. The preferred embodiment 
of the invention uses an enhanced version of Microsoft Word.RTM. to create 
Multimedia Document Format (MDF) files. The enhanced version of Microsoft Word 
is also known as MPS Word. These MDF files are then used to provide content 
for displayed on-line titles as discussed below for the Multimedia Publishing 
System (MPS) . 



DEPR: 
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In addition to addmg MDF content to a project by ^nthnri ng in Word, 
converting existing HTML documents to MPML when added to a project is also 
supported. These concepts will be explained in more detail below. 

DEPR: 

Once MDF files are added to a project as content, they cannot be directly 
edited in Word since Word cannot directly read an OLE compound file such as in 
MDF format. If the user wishes to edit a document that has been converted to a 
MDF file, it must first be exported from the project to a temporary file. The 
project then laiinches the enhanced Word, and tells it to open the temporary 
file. At this point. Word will use the MPML input converters to read the file 
and save changes. When the edit operation is complete, the project must be 
notified to read back in the changes from the temporary file. This is 
accomplished by overriding the Word Save command with macros provided in the 
template used for anthnri ng MP system content. 

DEPR: 

Briefly, the drag and drop capability allows an author to drag an icon 
representing an embedded object from the object editor and drop it within the 
document. By simply dragging and dropping the nhjprt within the document, a 
link is established from that document to the pmhpfiried nhjei-t Upon saving, 
the embedded object 565 is saved in a storage and stream below the root 
IStorage of the MDF file 521. The protocols and procedures for setting up 
IStorages and IStreams in a compound structured OLE document are well known. 
However, the structure of the document shown in FIG. 10 provides significant 
advantages over prior on-line anthnri ng systems wherein only tagged text could 
be used in the on-line system. Other advantages of the document structure 
shown in FIG. 10 will become more apparent in reference to the following 
figures . 

DEPR: 

After selecting the appropriate object tag at state 670, the tags are applied 
to the object at a state 672. Following application of the tags, the process 
582 loops back to the decision state 654 wherein the system 582 queries 
whether to insert text into the story. If there is no text to be inserted into 
the story at decision state 654 and no emhpdded object to be inserted into the 
story at decision state 664, then the process 582 moves to a decision state 
674 wherein a query is made whether to insert a hypertext 1 i nk into the story. 



DEPR: 

After the importance of the linked object has been selected at state 692, the 
link editor dialog is closed at a state 694 wherein the process 582 then moves 
back to the decision state 654 wherein the process 582 queries whether to 
insert text into the story. If there is no text to be inserted into the story 
at decision state 654 and no embedded nhjprt- to be inserted at decision state 
664 and no hypertext link tn he embedded at decision state 674 then a decision 
is made at a decision state 694 whether to add find properties to the 
document . 

DEPR: 

If the current tag is an embedded objpri- tag at decision state 810, then a 
link pointer to the object is placed in the text at state 812 using the name 
of the entity as a reference. The embedded object is then saved to an object 
storage which has a data stream and results stream. Saving an object within a 
storage is well known within the OLE structured storage system. Once the 
object has been saved into an object storage at state 814, a bitmap is saved 
to the results stream of the object storage at state 816. 

DEPR: 

However, if a decision is made at decision state 986 that the embedded object 
did have a wrap style set at state 970, the process 615 positions the object 
to the correct place in the control region at a state 990. The position that 
the embedded object takes within the control region at state 990 is determined 
by referencing the style that was set at state 970 to the—linked style sheet. 
For example, if the set style was "wrap-advertisement", and upon referencing 
the style sheet the control determined that this style means to place the 
embedded object in the upper, right corner of the control region, the object 
will therefore be appropriately placed at state 990. 
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DEPR: 

As Stated above, the styles contained in every style sheet are predefined by 
the MP system ant-hnri ng program. In a presently preferred embodiment, this 
program is a version of the Microsoft Word.RTM. program, termed MPS Word, that 
has the special capability of producing documents formatted in a Multimedia 
Document Format that was described in detail in reference to FIG. 10. A part 
of the MDF is a new markup language known as MPML which is a form of an SGML. 
However, MPML has formatting commands unique to the MP system. Markup 
languages which are well known in on-line networks identify portions of 
documents by embedded tags. In an MPML document, there is one MPML tag per 
document portion and each tag is mapped to a style that is found in a style 
sheet . 

DEPL: 

Ant-hnri ng and Title Release 
DEPL: 

Title This is the titleSubject This is the subjectAuthor George 
WashingtonKeywords Aufhnri ng, Word, MultimediaPriority 5 

DEPC : 

IV. ATTTHnRTWG OVERVIEW 
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A system and method for providing distributed cross-enterprise portals is 
disclosed. In one form, a distributed portal to portal system includes at least 
one supplier portal operable to provide communication between a plurality of 
networks and at least one encapsulated component operably associated with the 
at least one supplier portal. The system further includes at least one user 
portal operable to receive a plurality of distributed encapsulated components. 
The encapsulated components may further include a global identifier operable to 
globally identify the distributed component. 
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TITLE: Systems and methods for providing distributed cross-enterprise portals 
DETX: 

[0039] In one embodiment, network system 100 may employ encapsulated 
components having a standard operating environment and standard external 
interfaces (methods, transactions, and queries) , offer a web based user 
interface (HTML; etc.), and be secure from intrusion from n n-^uthnri y.pd 
access. The standard operating environment (not expressly shown) may include 
web hosting services (http, ftp, active components, scripts, etc.), database 
support (SQL Server, etc.), and middleware services (CORBA, DCOM, etc.). 
Regardless of where a component physically resides, a supplier or publisher 
may retain ownership and control of the encapsulated component creating a 
trusted extension of the publisher's internal information system. 

DETX: 

[0045] Common portal components 202 may be accessible to both administrators 
and end users through a web based user interface (not expressly shown) . 
Anthnri 7;pii administrators will be able to use this interface to manage 
security for the cross -enterprise portal 200 including the administration of 
component interfaces 204, 205, 206. End users may use common portal component 
202 to search for other portal components and to access general news. For 
example, a news item could be posted to common portal component 2 02 each time 
a new service (component) is installed. 

DETX: 

[0046] In one embodiment, each component 208, 209, 210 and 211 may interact 
through standard interfaces (transactions or queries) . For example, each 
component may provide end users with intranet user interface 205 (accessible 
through a standard web browser) . Additionally, each interface 204, 205, 206 
may be used by authnri zed administrators to set configuration options for 
components 208, 209, 210 and 211 and by end users to access services offered 
by components 208, 209, 210 and 211. As illustrated, supplier components 209 
may be used to establish secure connections to the appropriate backend systems 
using secure supplier channels via Internet 212. Legacy front-end components 
210 may establish connections to legacy systems through an associated intranet 
207. 

DETX: 

[0060] In one embodiment, external interface 401 or 402 could allow objects 
405 and 407 to store persistent states 406 and 408 across component 
boundaries. For example, encapsulated component A 4 03 or B 4 04 may include a 
rnmpnii-nd dncnmpni- having persistent State information saved by objects 
4 1'l 1 \imJ t^^^ffl^/tfeWter component. This would not violate the integrity of 
encapsulated components A 403 or B 404 as long as the persistent state 
information were not used to initialize new objects in the context of 
different components. In one embodiment, the structure of existing rnmpmmd 
dnrnmpnt-R could be extended to store component context information along with 
other state information. Additionally, object oriented databases could also be 
modified to store component state information. By storing component state 
information with other state information, an operating system could set the 
correct component context for context switch 410 during object initialization. 

DETX: 

[0062] An encapsulated component may be operable inside an internal firewall. 
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In one embodiment ,^xhe system resources required byxhe componeprt may be 
included within the firewall such as files, databases, executable modules, 
configuration data, and back-end connections (Open Databas^/^onnectivity 
("ODBC") links, middleware, etc.). The component may use/these resources 
freely and can be isolated from using resources associated with other 
components unless anthnri 7.pd by the other component ".s publisher . These 
internal firewalls improve the stability of the cj^cSss- enterprise portal by 
minimizing unwanted component interaction. 

DETX: 

[0081] Retail mall 601, 606 and/or 611 may/lnclude a collection of "stores" 
and "aggregators" associated with a specific distribution channel or channels. 
For example, an aggregator component Cilot expressly shown) may be associated 
with mall B606 and may include a coLiBCtion of stores that offer similar 
products and/or services. Aggregator components may implement marketplaces for 
specific product categories. Ret^l Mall 600 may include utilities components 

(not expressly shown) having common services that may be used by other 
components of a retail mall 6,01, 606 and 611 such as session management, 
shopping cart management, cjredit card author i zat i o n, map generation, and 
advertising. Utilities conmxjnents may be developed and distributed by software 
vendors and systems integrators . 
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ABSTRACT : 




The present invention relates to techniques for controlling transfers of 
information in computer networks. One technique involves transmitting from a 
server computer to a client computer a document containing a channel object 
corresponding to a communication service, and storing an access ticket that 
indicates that a user of the client computer permits the information source 
computer to communicate with the user over a specified channel. Another 
technique involves transmitting smart digital offers based on information such 
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technique involve^^!:ansmitting smart digi^fe:^! of fer^^ased on information such 
as coupons and purchasing histories stor^ra at the computer receiving the offer. 
Another technique involves transmitting^ from a server computer to a client 
computer a request for a user's personal profile information, and activating a 
client avatar that compares the reqiiest for personal profile information with a 
security profile of the user limitang access to personal profile information. 
Another technique involves transfnitting from a server computer to a client 
computer a document containing/an embedded link, activating the embedded link 
at the client computer and r^ording activation of the embedded link in a 
metering log. 
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TITLE: Controlled transfer of information in computer networks 



BSTX: 

[0003] U.S. patent application Ser. No. 08/168,519, filed Dec. 16, 1993 by 
David K. Gifford and entitled "Digital Active Advertising," the entire 
disclosure of which is hereby incorporated herein in its entirety by 
reference, describes a network sales or payment system that includes at least 
a client computer and a payment computer. The client computer transmits a 
payment order and an authenticator to the payment computer. The payment 
computer verifies the authenticator, transmits a payment anthnri 7:at-i nn message 
and an authenticator back to the client computer, and performs a payment 
settlement transaction. 

BSTX: 

[0012] The client avatar acts as an agent for the user by controlling the 
release of information from the client personal profile to the server 
computer. The client avatar makes it possible to store a single client 
personal profile at the client computer or an agency computer, rather than 
multiple personal profiles at multiple server computers, while at the same 
time limiting the release of certain information from the personal profile 
only to trusted servers or only upon specific anthnri zar i on from the user. 

DETX: 

[0024] Referring to FIG. 1, a network-based system for controlled asynchronous 
transfer of information includes a client computer 10, operated by a user, 
that filters information transferred asynchronously to the client computer, a 
server computer 12 that transmits a document to the client computer containing 
a channel object that can be activated to anM-inri tip an asynchronous transfer 
of information, an information source computer 14 that asynchronously 
transfers the information, and an optional notification server 16 that acts as 
a trusted intermediary that filters asynchronously transferred information on 
behalf of the client computer. In certain implementations server computer 12 
and information source computer 14 are the same computer. As used herein, the 
term "asynchronous" transfer of information refers to a transfer of 
information from an information source computer that is initiated by the 
information source computer rather than by another computer to which the 
information source computer responds. 

DETX: 

[0027] The description of the asynchronous communication service in the 
channel object may include a certificate that includes an identification of 
the supplier of the information to be transmitted to the client computer, as 
well as the supplier's public key, the certificate being signed by a 
certifying auth or 1 t y . This piiblic key will be used by the client computer to 
authenticate the information to be transmitted to the client computer by the 
information source computer. 

DETX: 

[0029] When the document is displayed on the user computer, the icon contained 
in the channel object is displayed on the document as a representation of the 
channel object, and the user can determine from the document whether to 
aiitlinri ze delivery of the content of the channel object as described in the 
document. The user can activate or select the channel object by clicking on a 
representation of the channel object on the document, or a channel object in a 
document or broadcast received by the client computer may be activated 
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automatically by tne computer if the keywords or the other identifying 
information contained in the channel object match preset parameters 
pre-programmed into the client computer as a personal profile of the user 
(step 28) . For example, the user may pre-program the computer to search for a 
keyword phrase such as "BUGS BUNNY" to automatically activate channel objects 
pertaining to BUGS BUNNY, similarly, the user may anthnri automatic 
activation of channel objects containing an embedded "G" rating, or automatic 
activation of only one megabyte of information per week. 



DETX: 

[0030] Activation of the channel object causes an access ticket containing the 
description of the asynchronous communication service to be added to the 
client control list in the client computer, or causes the access ticket to be 
sent to the notification server, which adds it to the access control list 

(step 30) . The access ticket permits the information source computer to 
commianicate asynchronously with the client computer over a channel specified 
by the channel object, which may be a broadcast or multicast channel at a 
specific time period, or which may be the computer network linking the client 
computer and the information source computer in the event that the information 
from the information source computer is to be received by means of an 
asynchronous communication over the computer network. Thus, the activation of 
a channel object initiates an asynchronous communication channel from the 
information source computer to the client computer and instructs the client 
computer that the information source computer is a^1^hnr^ ^ed to send 
information over the channel . 



DETX: 

[0038] Channel objects may be embedded not only in documents or pages on the 
World Wide Web, but in an alternative implementation they may be embedded in 
e-mail messages, OLE objects, ActiveX applets, etc. In fact, all of the 
communications between the server computer and the client computer and between 
the information source computer and the client computer may occur by e-mail, 
via cnmpnunri dncumprir s , etc. 

DETX: 

[0044] If the smart digital offer object attempts to observe the purchasing 
history or certain other user-specific information, the client computer asks 
the user whether the user wishes to reveal the information (step 122) . The 
user indicates whether release of the information is anthnri zed (step 124) , 
and the smart digital offer object then examines the coupon (including the 
coupon's authenticator) , digital receipts (including authenticators) and other 
user-specific information authnri zed to be revealed by the user, and presents 
to the user an offer of a product or service (step 126) . The execution 
environment at the client computer can under some circumstances change between 
steps 118 and 126. For example, the client computer may receive a coupon after 
step 118 occurs but before step 126 occurs. In one particular embodiment the 
client computer includes a client "avatar" of the type described below in 
connection with FIGS. 5 and 6, which limits the release of certain information 
only to trusted servers, or only upo n authnri zati nn from the client user, or 
both. 



DETX: 

[0045] The terms or conditions of the offer, such as price and payment terms, 
are calculated by the smart digital offer object using formulas that depend on 
the information contained in the digital coupons and the other information 
examined by the smart digital offer object, including the time of day, or user 
profile information such as membership codes, user's age, user's income, and 
other demographic information certified by an independent ant hnri t-y with an 
authenticator. When the user accepts the offer (step 128) the client computer 
sends a message to the offer-providing server indicating that the user has 
accepted the offer, or sends the message to an intermediary server that is 
trusted by the client computer to maintain the confidentiality of 
user-specific information and is trusted by the offer-providing server to 
verify the terms on which the offer was accepted (step 130) . The message sent 
to the offer-providing server or the intermediary server includes the terms 
upon which the offer was accepted and also includes an authenticator. The 
offer-providing server or the intermediary server verifies the terms on which 
the offer was accepted by verifying the authenticator (step 132) , and, if an 
intermediary server is used, the intermediary server reports the acceptance of 
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terms on which it was accepted to the 



the offer and the terms on which it was accepted to the offer-providing 
server. The offer-providing server then fulfills the offer by causing the 
offered product or service to be provided to the user (step 134) . 



DETX: 

[0052] Referring to FIG. 5, another network-based system for controlled 
transfer of information includes a client computer 200, a server computer 202 
and an optional agency computer 204. Client computer 200 or agency computer 
204 stores a client personal profile 206 containing demographic data, current 
shopping interests and preferences, contact addresses, and other personal or 
semi -personal information. The client personal profile can include information 
that changes on a day-to-day basis, such as a purchasing history (which may be 
recorded in accordance with the techniques described in the above-mentioned 
U.S. patent application Ser. No. 08/08/328,133), or a list of goods that the 
user wishes to buy- (entered manually by the user in response to a prompt) . 
Client computer 200 also stores a client security profile 208 that specifies 
that certain information in client personal profile 206 should be disclosed to 
server computer 202 only to trusted servers or only upo n ant-hoT-i Tiati nn from 
the client user or both. A client "avatar" 210 located at client computer 200 
acts as an agent for the user by controlling the release of information from 
client personal profile 206 to server computer 202. 

DETX: 

[0054] If the profile query requests information that the security profile 
restricts only to trusted servers, then the client avatar determines whether 
the server computer is one of the trusted servers and, if so, checks the 
authenticating signature contained in the offer/catalog description record 

(step 217) (the client avatar may assume that if the supplier of the record is 
a trusted supplier, then the server should be trusted too) . If the profile 
query requests information that, according to the security profile, requires 
user 3iithnri 7.piti nn for release, then the client avatar prompts the user for 
fiiithnri zati nn to release the information to the server computer (step 218) and 
the user indicates whether release of the information is ^^nthnri 7.(=d (step 
220) . Ordinarily, the user will not be prompted for ant-hnri Tiari nn to release 
information to a trusted server, but the security profile can nevertheless be 
configured to require this for certain information. 

DETX: 

[0055] After the client avatar determines which requested information can be 
released to the server computer, the client avatar transmits a sxibset of the 
client personal profile to the server computer, or sends a n ani-hnri 7:af i nn 
message to the agency computer, which in turn transmits the subset of the 
client personal profile to the server computer (step 222) . The subset includes 
all information in the client personal profile requested in the profile query 
and anthori Tied for release to the server computer. Thus, the siabset may not 
include all the information requested in the profile query. The server 
computer then transmits a client-specific sales offer or a customized document 
such as an electronic newspaper or magazine to the client computer based on 
the subset of the client personal profile received by the server computer 

(step 224), and the offer or document is displayed to the user at the client 
computer. The server computer may use the subset of the client personal 
profile to customize other web-based services offered to the user, including 
digital coupons, search services, and advertisements. Client-specific sales 
offers and coupons can be implemented in accordance with the smart digital 
offer technique described above in connection with FIGS. 3 and 4A-4B. The 
server computer could alternatively use the subset of the client personal 
profile to select or fabricate a channel object to send to the client 
computer, the channel object corresponding to a channel for asynchronous 
transfer of information to the client computer. The client computer can then 
activate the channel object in accordance with the technique described above 
in connection with FIGS. 1 and 2. The server computer may even create a 
broadcast or multicast channel for the user by broadcasting or multicasting 
client-specific information and placing a specific identifying character or 
code at the beginning of the client-specific information. All of this can be 
accomplished using a single client personal profile stored at the client 
computer or agency computer, rather than multiple personal profiles stored at 
multiple server computers. 



DETX: 
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[0056] The security profile of the user can be developed progressively 
according to a scheme in which the security profile initially assumes that 
every supplier of offer/catalog description records is lontrusted, every server 
is untrusted, and all information requires user anthnri y.^ttTon for release to 
every server. As profile queries are received by the client avatar, the client 
avatar queries the user whether the server computer should be trusted in the 
future (or whether the supplier of the offer/catalog description records 
should be trusted in the future, in which case the servers used by the trusted 
suppliers will be trusted too) , and whether the requested information is 
anthnri y.pri for release to untrusted servers. Based on the user's responses, 
the client avatar appropriately reconfigures the security profile. 

DETX: 

[0057] In one embodiment, when the client avatar sends the subset of 
the-client personal profile to the server computer, the client computer 
identifies the agency computer to the server computer. At the same time the 
client avatar sends an anthnri 7:ar i nn message to the agency computer 
^nithnri 7.1 ng release of certain information, or any and all information, from 
the client personal profile to the server computer. This allows the server 
computer to transmit profile queries to the agency computer and to receive 
from the agency computer s\ibsets of the client personal profile, even when the 
client computer is off-line. The agency computer maintains an access control 
list corresponding to all of the anthori 7.ati nn messages received from the 
client computer, so that the agency computer can know which information can be 
released to which servers. 

CLTX: 

23. The network -based system of claim 22 wherein the client computer is 
programmed to ask the user whether the user wishes to reveal the user profile 
information and the client computer releases the user profile information for 
use by the smart digital offer only if the user anthnri zes release of the user 
profile information. 

CLTX: 

36. The network-based system of claim 35 further comprising an agency computer 
programmed to store the personal profile, wherein the client avatar causes an 
aiithnri v.Rt i on message to be transmitted to the agency i-nmpntpr anthnriT^ing the 
agency computer to release the subset of the personal profile, and the agency 
computer is programmed to transmit the subset of the personal profile to the 
s e r ve r comput e r . 

CLTX : 

55. The network-based system of claim 53 wherein the embedded link is 
structured to require the client computer to search for information stored on 
the client computer pertaining to ant-hnri 7:^t-i nn of the user activate the 
embedded link. 
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REPRESENTATIVE 
ABSTRACT : 




The invention includes a markup language according to the SGML standard in 
which document type definitions are created lander which electronic documents 
are divided into blocks that are associated with logical fields that are 
specific to the type of block. Each of many different types of electronic 
documents can have a record mapping to a particular environment, such as a 
legacy environment of a banking network, a hospital's computer environment for 
electronic record keeping, a lending institution's computer environment for 
processing loan applications, or a court or arbitrator's computer system. 
Semantic document type definitions for various electronic document types 
(including, for example, electronic checks, mortgage applications, medical 
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(including, for ex^Hple, electronic checks, mortgag^^pplications , medical 
records, prescriptions, contracts, and the like) can be formed using mapping 
techniques between the logical content of the document and the block that is 
defined to include such content. Also, the various document types are 
preferably defined to satisfy existing customs, protocols and legal rules. 
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BSTX: / 

[0009] In addition to the inherent inefficiencies of papejr transactions, other 
problems exist. Many of these problems relate to document^ that require 
signatures. In particular, in order for a reader of a popper document to 
determine that a particular document or part of a docun(ent has been signed, 
the reader must be given access to the entire document/; thus, a party who may 
only need to know that the document has been signed naist be given access to 
the entire document, including any confidential infanrmation contained therein. 
Signatures are used in a wide range of contexts, iofcluding financial 
instruments, contracts, mortgage applications, and' medical records and 
prescriptions, to indicate the agreement, consent/or anthnri ty of the signer. 
Transactions that require signatures have traditionally employed conventional 
means for execution, such as pen and paper. As yused herein, "signature" has 
its broadest source,- that is, it means any incMcation of agreement, consent, 
certification, acceptance, or other giving nf /anthnri ty , that is associated 
with a person or entity. / 

BSTX: / 

[0037] Processing a paper checlc requires bame as the physical check is routed 
to the payer, the payee, the payee's banW, the clearing house and/or the 
payer's bank. The same is true of other /types of financial transactions 
involving paper instruments, such as credit card slips generated during a 
credit card sale. In a credit card transaction, a merchant makes an impression 
of the customer's card, which the customer then signs, to function as a 
receipt for the transaction. The merchant typically olstains a positive 
acknowledgment or credit anthnri 7:ai-/nn from the customer's credit card company 
before accepting the credit card s/ip. This assures that payment will be 
received. / 

BSTX : / 

[0052] Mortgage loan transacti^s raise similar confidentiality concerns as 
legal contracts. A credit repa(rting agency may only need to see the part of 
the application that ?^iirhnri a credit report, but known electronic 
teclmiques require the signer to sign the entire file; thus, in order to 
ensure the validity of the yCignature, the credit reporting agency must receive 
the entire document. Other/third parties may also need to see only part of the 
application. Accordingly , /a need has arisen to provide for transmission of 
part of a mortgage loan a(pplication while ensuring the integrity and validity 
of the signature, as weM. as of the information in the part that is 
transmitted. / 

BSTX : / 

[0060] In one embodiment, the invention features a computer-based method in 
which an electronic /instrument is created for effecting a transfer of funds 
from an account of A payer in a funds-holding institution to a payee, the 
instrument including an electronic signature of the payer. A digital 
representation of /a verifiable certificate by the institution of the 
authenticity of the account, the payer, and the public key of the payer is 
appended to the instrument. This enables a party receiving the instrument, 
e.g., the payee or a bank, to verify the payer's signature on the instrument. 
A similar certificate of authenticity could also be issued in other contexts. 
For example, a certifying authnri t-y could certify that a doctor is properly 
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licensed and r^ut-.hn^^ed to sign a prescription. A c^^ifying anthnri ty could 
certify as to the creditworthiness of a borrower in a transaction. A 
certifying anthnri ry could certify as to the auMinri f y of an individual to 
sign a contract for a given company. These examples are merely illustrative of 
all transactions in which a certifying entity participates. 



BSTX: 

[0062] Also appended to the electronic document may be digital representations 
of a verifiable signature of a second signer. The second signer may be the 
payee of an electronic check, a second or doctor, a mortgage lender, for 
example. A verifiable certificate by a third party, such as an institution 
which holds an account of the payee of an electronic check, or a credit 
institution in the case of a mortgage application, may also be appended, as 
may be a verifiable certificate by a central authnri \-y , such as a banking 
authori ty, with respect to the third party, such as the institution which 
holds the payee's account in the case of the electronic check. 

BSTX: 

[0069] Implementations of the invention may include one or more of the 
following features. The memory may contain certification information provided 
by the institution and which is usable to append secure, verifiable 
certificates to electronic documents to certify a relationship between an 
owner of the signature and a public key of the owner. A unique identifier may 
be assigned to each electronic document. The portable token may be a PCMCIA 
compatible card, smart card or smart disk, which may internally hold a private 
signature key and a secure memory for the check serial number. The 
certification information may be given a limited useful life. The memory may 
also contain certification information provided by a third party ant-hnri ty, 
such as a central banking anthnri ty in the case of an electronic check, and 
which is usable to append secure, verifiable certificates to electronic 
documents to certify the authenticity of a party, such as the funds-holding 
institution in the case of the electronic check. The certification information 
provided by the third party authnri ty may have a limited useful life. In the 
electronic check embodiment of the present invention, the central banking 
aiithnri ty may be a United States Federal Reserve Bank. The memory may also 
contain a complete or partial register of electronic documents, or a siibset of 
the information contained in the documents, to which signatures have been 
appended. The appended signature may be a signature of any party to a 
transaction, such as a payer who holds the account in the institution, an 
endorsement signature of a payee, a signature of a doctor or patient, a 
signature of a borrower, broker or lender, or the signature of a contracting 
party. The memory may also contain a personal identification number for 
controlling access to the memory. 



DETX: 

[0159] Referring to FIG. 36, whenever a block 804 is to be authenticated, or 
tamper-proofed, a digital signature block 820 is added to the electronic 
document. The signature block 820 contains a reference to a certificate block 
822 containing a public key used to verify the digital signature. The 
signature block can also be used to bind multiple blocks together, so that the 
resulting cQ^mmi^ggamentca^^e verified. The FSML tags for signature 
blocks in^j^^fflS^ffi^^BSSEsi^'Tnivention are depicted in FIG. 40. 



DETX: 

[0160] When combining an FSML block into a larger, compouni^^gi ^ent- , the 
names of the original blocks may not be unique . As ^S^P^S^^^^^^^BHI^^ 

combining process also operates to handle naming conflicts when the documents 
being combined use block names that are not unique. FIG. 41 depicts the FSML 
tags for combining blocks . 

DETX: 

[0184] In any embodiment, once the template is filled in by the payer as the 
FSML document is complete, the electronic check may be signed by passing it 
through the payer's electronic checkbook. The electronic checkbook is 
contained within a PCMCIA card containing the payer's private signature key 
and certificates from the bank and the federal reserve. The certificates may 
be cryptographically signed letters of reference attesting to the validity of 
the payer's account and the payer's authnri ty to write checks against the 
account, and the bank, respectively. 
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DETX: 

[0186] Whenever a block must be authenticated, or tamper-proofed, a digital 
signature block is added to the electronic document. The signature block 
contains a reference to a certificate block containing a public key used to 
verify the digital signature. The signature block can also be used to bind 
multiple blocks together, so that the resulting rnmnnund^nrnmpnt- can be 
verified. ^^^'^^^^^^^^^ 

DETX: 

[0187] When combining FSML into a larger, cn mpounri dnn impnt-^ the names of the 
original blocks may not be unique . As such^^^^E^Sffi^^^^SwDining process 
also operates to handle naming conflicts when the documents being combined use 
block names that are not unique. 



DETX: 

[0191] A p\iblic key, applied to verify cryptographic digital signature, is 
always generated in conjunction with the private key which is used to create 
the signature. The payer's digital signature 125, the payer's public 
verification key 134, and the message which was signed are used as inputs to 
the piiblic key signature verification algorithm, which produces a true or 
false value. P\iblic key cryptographic signatures are useful because the 
signature of a signer, computed using the signer's private key, can be 
verified by anyone else who knows the signer's public key. Since the signer 
computes his signature on a document using his private key, and since the 
verifier verifies the signer's signature using the signer's public key, there 
must be a way for the verifier to trust the association between the signer 
(and his accoiint information) and the public key used to verify the signer's 
signature on the electronic check. Cryptographic signatures are used to sign 
checks when they are written, co-signed, endorsed and processed. Cryptographic 
signatures are also used by certification anrhnri t i pf; to sign certificates or 
"letters of reference" that contain a name or description of a signer and the 
signer's pioblic key. Thus, anyone who trusts the certification aufhnri ry and 
who knows the certification aufhnri ry' <=i widely pxiblicized signature 
verification key can verify the certificate and trust the signer's public key 
for use in verifying the signer's signature. 

DETX: 

[0220] The electronic checkbook is issued by the bank that holds the 
electronic checking account. Initialized electronic checkbooks may be sent to 
the account holder, in which case the PIN should be sent separately for 
security reasons. Alternatively, uninitialized cards may be distributed' to 
bank branches. The bank officer can then use a trusted initialization terminal 
and a special smart card identifying the bank officer to establish a secure 
connection to a centralized CIS. The new card is inserted into the terminal to 
be initialized. This method has the advantage of making electronic checkbooks 
immediately available to new customers, accoimts can be added to electronic 
checkbooks already being used by the customer, and certificates can be 
refreshed prior to their expiration dates without issuing new electronic 
checkbooks. The bank, or its agent, is also acting as a certifying a11^hnr^ ty 
since it is responsible for authenticating the identity of the electronic 
checkbook and PIN are delivered to the correct person. The electronic check 
may also support correspondent banking relationships, and will allow another 
bank or approved third party to act as a stand-in processor for electronic 
checks for banks that are unable to directly support the processing 
requirements for electronic checks. This will facilitate electronic check 
deployment in a secure way without affecting the traditional bank-customer 
relationship . 
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PRIMARY-EXAMINER: ChouleS; Jack M. 
ATTY -AGENT -FIRM: Seed and Berry LLP 

ABSTRACT : ~~ 



Disclosed is a data processing system^or processing natural product 
information entered into the system us^lag a sb^dardized entry protocol. The 
data processing system stores data such aS^llemical structures, geographic 
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data processing s^^^m stores/aata such as chemica^fc:ructures , geographic 
locations, taxono^^ genus synonyms, and textual dCTRriptions and related 
natural products images suem as images of the organisms, and geographic maps. 
The natural product imag^ are correlated with the natural products data to 
allow display of the imS!ges with the related data. The data processing system 
further correlates the^ data products data and images stored in the system with 
remote databases, sujz^i as those containing existing commercially available 
data, linking the nemote data thus correlated for display. 

12 Claims, 3 0 Drawing figures 



2of2 



1/16/02 2:46 PM 



Record Display Form 



http://westbrs:8820/bin/gate.exe?f=doc&state=...&p_doc_2=&p_doc_3=&p_doc_4=&p_doc_5=&p_doc_6= 



WEST 



Generate Collection 



L12: Entry 3 of 6 File: USPT 

DOCUMENT- IDENTIFIER: US 5978804 A 

TITLE: Natural products information system 



DEPR: 

Software Versions for Windows 3.1 can be upgraded to NT. Programming for 
seamless application interface may become obsolete and impede fixnctional 
development. For example, programming Paradox to emulate nhjf>rt Tnnl^an f^jmbpd 
(OLE) to the image editor Adobe Photoshop. "^KtKtt^^tl^^^^^^^^^ 

DEPR: 

Software- -The software packages were assembled on both the Windows 3.1 and 
Windows NT 3 . 1 operating systems. Implementation of the total system requires 
exiting the applications to enter others, however, many features can be 
implemented using advanced Dynamic Data Exchange (DDE) technologies including 
^^^mgL^^^^^^^g^gd (OLE) . Query of the Sybase database tables is possible 
1a?H^^Wa3ox^^5f^ted SQL Link to the Sybase Server . To determine an 
appropriate computer operating system for integration of the required software 
packages while considering the timing of software version release and rapid 
pace of software development required extra review and evaluation, the 
following software packages were used-Paradox for Windows V. 4.51 and Adobe 
Photoshop for Windows V. 2.5 

DEPL: 

Taxonomy- -This screen-form table structure consists of seven tables that have 
a key index and secondary index on the NODC taxonomic code fields that link 
the tables in a hierarchy; three additional tables that contain information on 
synonyms and common names are linked by a key index to corresponding NODC 
taxonomic code and code suffixes. Taxonomic levels included are: Kingdom. 
Phylum, Class subclass. Order suborder. Family, genus species variant 
aiifhnri ty . 

DEPX: 

Taxonomy. Users are presented with menu driven hierarchical "entry pick" 
choices for data field entries. The tables that populate the menu choices are 
from the PSDE "standard checklist." For example, when the Kingdom Animalia is 
selected only the animal phyla are presented to the user for choices,- when the 
Phylum Porifera is selected only the sponge classes are presented to the user 
for choices; this steps down to the species level where the 
species -variant -author! ty choices for a specific Genus are presented as 
choices . 

DETL: 

System Requirements Hardware 

Environment Processor 486 or greater Memory 32 MB minimum, 64 MB recommended 
Disk Space 275 MB required (not including OS and supporting software) , 1 GB 
recommended (for GIS) Virtual Memory (95) Windows Manage--50 MB minimum Page 
File (NT) 100 MB Release Media CD-ROM Software Environment Windows 95 Windows 
NT 4 . 0 (optional) Supporting Software Requirements Desktop Database Paradox v 
7.0 (requires additional 25 MB disk) Customer Report Generator Crystal Reports 
V (optional - -requires additional 8 MB disk) Chemical Cnmpnnnri Data and 
Structure Handling ISIS/Base and ISIS/Draw v 2.1 (optional - -requires addi tonal 
25 MB disk) Desktop GIS ArcView v 3.0, with Spatial Analysis 
(optional - -requires additional 65 MB disk) Personnel Requirements Beta Test 
Site Manager responsible for communication with WPBM on bug reports and 
feature enhancement requests Beta Test Participants responsible for using 
NAPIS, testing the workflow in assigned modules, and creating bug reports for 
communication to WPBM Database Administration (optional) responsible for 
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communication to Database Administration (opt^Bal) responsible for 
migration of legacy datasets into NAPIS 



tables 
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ART-UNIT: 272 

PRIMARY-EXAMINER: Feild; Joseph H. 
ATTY -AGENT -FIRM: Jones & Askew 



ABSTRACT : 

An email client ' invokes a DocObject-eriabled mail note to display an email 
message and related features of the ^ser interface. The mail note, which is a 
DocObject container, creates a DocObject server by invoking a DocObject -enabled 
word processor. The mail note provides a view port in which the word processor 
displays and edits the body of the email message. The word processor provides 
its formatting and editing features in the context of the mail note. OLE menu 
merging provides both email ania word processing interoperability while editing 
the message. Programming interfaces between the mail note and the word 
processor allow the mail note to translate message data back and forth between 
the word processor's format/and the format imposed by the email client. This 
ensures that messages creayed with the word processor can be read by other 
email clients. 



40 Claims, 15 Drawing fLgures 
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BSPR: 

Finally, a third approach has been one in which users have decided to use a 
full power word processor for fliit.hori ng sophisticated and complex documents, 
and then use email for distribution. This requires the user to work in the 
word processing context to create and edit the document. When the document is 
complete, the user must switch to the email program, create a new message, and 
include the word processor document as an attachment. Although email is an 
effective mechanism for transporting documents, handling attachments requires 
several additional steps on the part of both the sender and the recipient of 
the message. 



DEPR: 

OLE is a technology that enables developers to create extensible application 
programs that operate across multiple platforms. OLE-enabled applications 
allow users to manipulate information in an intuitive manner, using an 
environment that is more "document-centric" and less "application-centric." 
Users can create compni ind_dQguffl^^^ with data, or objects, of different 
formats, and focu^^lBE^^i^^^Sie data rather than on the application 
programs responsible for the data. The data can be embedded within the 
document, or linked to it, so that only a reference to the data is stored in 
the document . 

DEPR: 

The set of OLE services can be viewed as a two tier hierarchy. The lower level 
contains infrastructure services. These are basic services that provide the 
means by which features can be implemented and used. The infrastructure 
services include interface negotiation, memory management, error and status 
reporting, interprocess communication, structured storage, and data transfer. 
The upper level of the OLE service hierarchy provides application features, 
which are the services that benefit the end user. These include—compound 
dncumenr, management, in-place activation, programmability, and drag and drop 
operations . 



All interface names are prefixed with either "I" or "lOle." Interfaces that 
begin with "lOle" provide services relating to rnmponnrl dnrumpnt- management. 
Those that begin with "I" provide services that are more general in nature. 
For example, lOleObject contains methods used by a client of an embprirlpd or 
1 inked PQr^^j^^dQcu ment objprt- . lOleObject is implemented and used only by 
applica^^n^^^^^^^sapaH^^in rnmpnund dnrnmpnr management. IDataObject, 
however, contains methods that are used by all applications. These methods 
provide the means by which data of any type is transferred. 

DEPR: 

OLE supports the provision of a " rnmpmind dnrnmpnf , " which is a container 
obj e.r.t that contains a " linkeri" nhjert nr an "pmhedded" nhjer^^ The difference 
between linked and pmhpdded nhjer-ts has to do with where the actual source 
data associated with the nhjert- is stored. This affects the object's 
portability, it method of activation and the size of the rompnnnd dorument 



DRPR: 

FIG. 3 illustrates a 




in a word processing document frame. 



DEPR: 
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DEPR: 

When an object is linked, the source data continues to reside wherever it was 
initially created, which may be at another point in the document or in 
another, document altogether. Only a reference, or link, to the object is kept 
within the rnmpmind r^r)r■nmpn^ Linking is efficient and minimizes the size of 
the cnmpoiind dnciimenr. . Changes made to the source are automatically reflected 
in any cnmpnnnd r^rK-nmpn^ that has a link to the source object. From the user's 
point of view, a linked object appears to be wholly contained within the 
document . 

DEPR: 

With an embedded object, a copy of the original object is physically stored in 
the cnrmpmind dornmpnt, along with all of the information needed to manage that 
object. As a result, the object becomes a physical part of the document. A 
rnmpmind dnn iment containing an embedded object will be larger than one 
containing the same objects as links. However, embedding offers advantages 
that offset the larger storage requirement. For example, compound objects with 
embedded objects can be transferred to another computer and edited there. 

DEPR: 

Embedded objects can be edited, or activated in place. This means that all 
maintenance of the object can be done without leaving the rnmpnnnri dornmpnt- 
In order to edit the embedded object, the object must be explicitly activated 
or opened by performing an action such as double -clicking on the object's 
icon. This results in the object being displayed in a separate window with the 
user interface provided by the application program that created the object. 
The object is said to become in-place active (i.e., it is editable), and UI 
active (i.e., it displays the user interface associated with the application 
program that created the embedded object) . 

DEPR: 

In summary, OLE allows objects to be embedded in a rompnnnd dm-nmprn- , which is 
displayed in a container or frame. Generally, the embedded document is 
displayed in the container in what is referred to as object view. The 
container controls the appearance of the page and the layout of headers, 
footers, end notes, etc. The embedded object has no control over these aspects 
of the page. The container also controls the amount of space that is allocated 
to the embedded object for displaying its pictorial representation. 

DEPR: 

Some of the limitations associated with displaying an embedded object in a 
rnmpmind fiornmpnt are addressed by Microsoft Corporation's Document Object, or 
DocObject, technology. DocObject is an OLE 2.0 interface built on top of OLE 
and facilitates displaying an object in a "document view" instead of an 
"object view." The DocObject interface logically partitions a "view" of a 
document object from a "frame" in which the document object is displayed. The 
frame specifies the location and dimensions of a view port to which the 
document object is to display a view. The document view controls the page 
model and the dimensions of what is displayed within the view port. 

DEPR: 

Although using a full powered word processor in the context of a container 
mail note provides improved editing and formatting capabilities, those skilled 
in the art will understand that messages created in the word processor's 
native format must be compatible with a variety of email clients. The message 
format is defined by the email client. In an exemplary embodiment, the email 
client complies with the MAPI specification. The MAPI format ensures the 
interoperability between an embodiment of the present invention, a prior art 
rich text mail client, and other mail clients and gateways. This is 
particularly important with respect to an attachment. For example, a word 
processor may create a rnmpmind dnrnmpnr in which the attached files are 
embedded in the document. This type of attachment handling is incompatible 
with MAPI, which requires that attachments be stored separately at the end of 
the message. 
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ABSTRACT : 



A reusable script execution scheduling part for rnmpnimri rjommpntc; in a 
document -centric processing environment. Document -centric computing 
environments having architectures similar to OpenDoc. TM. include a technique 
for executing scripts to interact with the cnmpnund dnrumenr content. The CHRON 
part of this invention includes embedded objects for defining scheduled 
execution times for one or more scripts that may be opened within the cnmpnunri 
finciimRnr. to provide a view of its contents. Either the ScheduleTime element or 
the ScriptEvent element of the CHRON part may be opened and edited in place. 
The reusable CHRON part sets up event scheduling with the operating system so 
that specified scripts are run according to specified ScheduleTimes . 

18 Claims, 21 Drawing figures 
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ABPL: 

A reusable script execution scheduling part for romponnd finr-nmpntg in a 
document -centric processing environment. Document-centric computing 
environments having architectures similar to OpenDoc.TM. include a technique 
for executing scripts to interact with the rnmpnimrl dnrnmpnt- content. The 
CHRON part of this invention includes embedded objects for defining scheduled 
execution times for one or more scripts that may be opened within thp rnmpnnnri 
(inciiment to provide a view of its contents. Either the ScheduleTime element or 
the ScriptEvent element of the CHRON part may be opened and edited in place. 
The reusable CHRON part sets up event scheduling with the operating system so 
that specified scripts are run according to specified ScheduleTimes . 

BSPR: 

This invention relates generally to event scheduling in object-oriented 
application systems and specifically to a reusable rnmpmmd dnmmpnt script 
scheduling part that provides class methods for the scheduled execution of 
embedded scripts in an object-oriented rnmpnnnd r^n(-nmpn^ processing system. 

BSPR: 

With the development of the CORBA specification and the related Interface 
Definition Language (IDL) specification, several new object-oriented system 
environments have been developed by practitioners in the art, including a 
class of environments herein denominated "document -centric" processing system. 
The emergence of document -centric computing technology represents a major 
event in the transition to object-oriented technology from process-oriented 
technology. The document -centric computing art now includes at least three 
commercially-available rnmpnnnri dni-nmpnt architectures. These include 
Microsoft's Object Linking and Embedding (OLE.TM.) System, the Taligent.TM. 
consortium's rnmpnund dnrumpnt- framework, and the Component Integration 
Laboratory (CI Labs) OpenDoc.TM. rnmpnund dnrnmpnt- application architecture. 
CI Labs is an independent industry consortion responsible for the OpenDoc 
architecture. Reference is made to the OpenDoc white paper (OpenDoc : Shaping 
Tomorrows Software, Apple Computer, Inc., Cupertino, Calif., 1993) for an 
introduction to the OpenDoc architecture. 

BSPR: 

Major elements of the OpenDoc architecture include objects for "documents," 
"parts," "part handlers," and "frames." The OpenDoc "document" is a "nnmpound 
dQCinnent" and is fundamentally different from the usual meaning of the term 
document. A rnmpnimd dnriimpnt- is no longer a single block of content bound to 
a single application but is instead composed of smaller blocks of content 
herein denominated "parts." Parts are the fundamental building blocks of the 
OpenDoc architecture, replacing monolithic applications with smaller units of 
content dynamically bound to related functionality. OpenDoc parts each contain 
data. For example, text parts contain characters, graphics parts contain lines 
and shapes, spreadsheet parts contain spreadsheet cells with formulas, and 
video parts contain digitized video. The particular data type within each part 
is defined by the part developer and is denominated the part's "intrinsic 
content." In addition to intrinsic content, a part may contain other parts, 
each having its own intrinsic content. Every rnmpnimd dnrnmpnt- has a single 
"root part" at the top level into which all other parts are embedded. Usually 
if a part can contain one type of part, it may contain all conforming types of 
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parts, including ^enDoc parts yet to be developed^^ 

BSPR: 

Parts may also be viewed as the boundaries at which one kind of content in a 
document ends and another begins. Each part of a document has its own content 
model, which is the model of objects and operations that is presented to the 
user. The content model changes at the "frame" between parts in a compQimd 
finniment . Frames are areas of the display that represent a part but also serve 
as a handle permitting manipulation of the part as a whole as well as 
permitting the user to see and edit the intrinsic contents of a part. A frame 
is much more than a standard application window, which is only visible when 
the part is being viewed or edited. A frame is persistent and remains visible 
when opened into a window. When the window is closed, the part returns to the 
representation from which it was opened and remains as a persistent element of 
the cnmpniinri dnriimpnt- 

BSPR: 

In the OpenDoc architecture, "part handlers" are the rough equivalent of 
application programs. Part handlers include part editors and part viewers and 
may be responsible for displaying the part both on the screen and for printing 
purposes, editing the part, and storage management (both persistent and 
runtime) for the part. The part handler must read the part from persistent 
storage into main memory, manage the runtime storage associated with the part 
and write the part back out to persistent storage when appropriate. Part 
handlers are dynamically linked into the rimtime world of the mmpnunrl 
dnniment depending on the part types that appear in the rnmpnnnri rinnimpnt- 

BSPR: 

The OpenDoc architecture storage model is based on the Apple Computer, Inc. 
Bento.TM. Object Container System (OCS) that functions as the reference file 
storage system, the object container for parts placed on a clipboard, and the 
container for transporting documents across platforms. The OpenDoc 
architecture also provides the Open Scripting Architecture (OSA) for scripting 
languages such as OREXX, AppleScript, ScriptX, and OLE Automation. OSA 
includes script typing that permits identification of the correct scripting 
engine for script processing and standardization of script semantic messages 
according to the Open Events form required by OSA. Scripts may become a part 
of the compoiinri dnrument, either attached or embedded as necessary. They may 
also operate as control structures, as front- or back-ends to operations or as 
instructions for use embedded into a compnunri rinriimpnf for transfer across 
system boundaries. Parts that are OSA-scriptable must register their 
capabilities by declaring the event suites that they support. Scripts are then 
built for a particular set of event suites and those scripts then may run on 
all parts that support those particular suites. 

BSPR: 

Another problem felt in the cnmpmind rinrnmpnt art is the lack of any useful 
method for scheduling a point in time for executing an OSA script in a 
compnnnd dncumpnt . This particular problem results in part from the power of 
the OSA, with which scripts may be either attached or embedded in rnmpnnnri 
document's or in other parts as desired and thereafter carried along across 
boundaries throughout a distributed system with the parent part or document. 
Scripts may be executed either in response to a user command or in response to 
a message from another object, but execution of a script at a predetermined 
date and time is more problematic. The event scheduling element of the 
operating system must first create and store a persistent log entry specifying 
the date and time for execution of the script in the system event log. If a 
special -purpose application program is used to create the necessary log entry, 
the resulting application object does not provide for "reuse," thereby 
increasing programmer workload and system complexity. If the necessary date 
and time commands are included in the script itself, then the script cannot be 
"reused" and must be revised for each desired execution data and time. That 
is, the usual process-centric solutions to script-execution scheduling are not 
effective in the document -centric system model, and no user alternative 
techniques have been suggested by practitioners in the art until now. 

BSPR: 

In U.S. Pat. No. 4,937,743, Rassman et al . disclose a project resource 
scheduling GUI system that provides automatic conflict resolution, periodic 



2 of 8 



•/1 6/02 2:47 Py 



Record Display Form 



htlp://westbrs:8820/bin/gate.exe?f=doc&state=...&p_doc_2=&p_<loc_3=&p_doc_4=8p_doc_5=Sp_'joc 6= 





monitoring and alaWi- triggering of scripts. Again, though Rassman et al . 
consider the dynamic management of a plurality of resources, they neither 
consider nor suggest reusable objects for object-oriented processing in a 
document -centric system architecture. In U.S. Pat. No. 5,063,523, Vrenjack 
discloses a data commtmication network management system that permits a user 
to establish rules for pattern-matching to selected attributes of incoming 
events, such as alarms, from network objects. Although Vrenjack describes a 
process-centric system including the well-known concept of an event that can 
trigger a script, where the event may also be date or time based, he neither 
considers nor suggests any method for providing a reusable rnmpmmri dnrnmpnt- 
script scheduling part suitable for document -centric applications. 

BSPR: 

Accordingly, there is still an unmet need for a class type or method to run 
scripts at predetermined times in a document -centric computing environment 
such as the OpenDoc architecture. Such a method must operate within the 
context and limitations of the rnmpnnnd dnrnmenr without unnecessarily 
avoiding the advantageous features of the document -centric computing 
environment. The related unresolved problems and deficiencies are clearly felt 
in the art and are solved by this invention in the manner described below. 

BSPR: 

This invention solved the script execution scheduling problem by introducing a 
new class type, herein denominated the CHRON type, for scheduling script 
execution in a compound dncument . Because each "instance" of the CHRON class 
is an object, it provides the reusability and extensibility features necessary 
for proper integration into a document -centric architecture such as the 
OpenDoc architecture. The CHRON part defines the point in time at which a 
script is to be executed and includes one or more embedded script parts that 
specify the scripts to be executed, one or more embedded times/date parts that 
specify when the scripts are to be executed and may also contain embedded 
tabular specifications of relationships between time parts and script parts. 
The CHRON part is represented to the user when minimized by an icon that 
displays the predetermined script execution time. 



It is an object of this invention to provide a reiisahl r cnmpnnnd dncumpnt 
script scheduling part for automatic script execution at predetermined times. 
It is a feature of the CHRON part of this invention that it is both reusable 
and extensible in accordance with object-oriented programming architectural 
requirements. It is an advantage of the CHRON part of this invention that it 
may be manipulated by the user through a Graphical User Interface (GUI) to 
quickly and easily revise either the designated scripts or the time/date parts 
that specify when the scripts are executed. 

DRPR: 

FIG. 5 shows an example of a cnmpnnnd dnrnmpnt in accordance with the 
OpenDoc. TM. Architecture from the prior art; 

DRPR: 

FIG. 7 is a functional block diagram of an illustrative embodiment of a 
rnmpnnnd dncnmpnt including the CHRON part of this invention; 

DEPR: 

The class type and object of this invention may be better \inderstood in view 
of a brief discussion of the object-oriented programming art in general and 
cnmpnnnd finrnrnf^nf architecture in particular. With the advent of 
object-oriented programming techniques leading to rnmpnunfi dnrumpnt 
architectures such as OpenDoc and OLE and the document framework in Taligent, 
the computing model for the user has evolved from a "tool-centric" to a 
"document-centric" model. In the document -centric model of computing, the user 
may focus on the document desired rather than on the output of some specific 
tool or application program. To the user, a document is now composed of 
several "parts" that are each embedded and integrated into a "document." The 
parts are "class types" or objects that may now be completely incorporated 
into the document. Part usefulness depends only on availability of the 
necessary part handler application (e.g., part editors and part viewers). 



BSPR: 



DEPR: 
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rnmpniinrl Dnrnmpnt^ T-rhi r prrnrp In General 
DEPR: 

The generic document -centric system providing for the embedding of objects 
into a document is embodied in an object-oriented system such as the OpenDoc 
or Taligent document framework. The fundamental concept of the cnmpnnnd 
Hnriiment- is that it can hold different kinds of data in the form of individual 
document parts and that each kind of part is handled by an independent 
application or part handler. Each part handler independently imderstands its 
own intrinsic content and need not know anything about the intrinsic content 
of other parts embedded therein. The integration and cooperation of these 
parts is accomplished by the compound dncument system architecture, policies 
and protocols . 

DEPR: 

FIG. 1 shows the class library of objects (SOM or CORBA objects) employed by 
the OpenDoc system to realize the basic interfaces necessary in a (-nmpnnnd 
(inciiment architecture. FIG. 1 also shows the inheritance relationships of the 
OpenDoc class library known in the art. FIG. 2 shows the runtime relationships 
of the primary OpenDoc object type, which is more meaningful to the system 
developer. FIGS. 1 and 2 exemplify one embodiment (the OpenDoc system) of the 
general mmpnund dnrumpnt architecture, which is now discussed. 

DEPR: 

A compmind dncnment consists of parts embedded in a document container. The 
content of any particular part is not limited because each part is isolated 
from the other by the document architecture. The only practical limitation on 
content is the availability of a part handler, either editor or viewer. As new 
part handlers are created, they may be immediately used to manage the 
appropriate parts. The user may rely on a clipboard and on drag-and-drop 
mechanisms within the document. Part handlers may be changed or replaced to 
fit specific user requirements, which may be satisfied independently of 
existing documents because these do not depend on any specific part handler. 
The different parts are isolated by using linkages for data transfer and 
navigation, which may be both internal to the cnmpnund dnrument (such as 
hypertext -type links) and external to the rnmpnund dnciinnenr (for data transfer 
and navigation) . 

DEPR: 

The fundamental problem^ faced in a rnmpnund (inrnmpnt system include data 
exchange, part registration, part-to-part communication, document layout, user 
interface control, events and messages, document versioning and document 
storage. Many cnmpnnnd dnn imentR are built-up by the movement of data from one 
document (or the desktop) to another either through a cut-and-paste or a 
drag-and-drop operation by the user. These interfaces determine how data is 
moved from one document to another and must therefore define how data is added 
and removed from the clipboard. The interfaces must also transfer type and 
attribute information so that the proper part handler application program can 
be retrieved from the part handler database and launched. Because the 
clipboard must transfer complex data-objects, an in-memory object container is 
also required. The storage format standard for clipboard data in OpenDoc is 
the Bento container shown in FIG. 3. 

DEPR: 

With a number of embedded parts sharing space on the screen and in a printed 
document, central coordination is required over display layout. The display 
layout controls operate with document window geometry and the geometry of 
embedded parts, which contains information about the size, shape, position, 
clip extents and transformations of the frames and windows together with the 
means for establishing and manipulating them. A document layout interface must 
handle the negotiation for space resources between the part handler and the 
container. It is used when the part must grow or shrink in size in response to 
user interactions such as picture editing or data changes arising from a link 
update of embedded data. The part container establishes the policy for 
document layout and has final ?iiithnri ty therefor. Such negotiations may result 
in the part being placed on a new page, or being split into more than one 
piece or in the rearrangement of the document to accommodate a new part size 
or even in refusal of authnri Vy for the part to change size. 
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DEPR : ^ ^ 

Document collaboration and versioning interfaces manage multiple drafts or 
versions of a rompmind dnrnmpnt and must provide for the election and creation 
of a rnmpnunii dnrnment draft together with management and reconciliation of 
multiple drafts. These are closely related to document storage interfaces, 
which manage the storage and retrieval of a rnmpnimd dnnimpnt and its parts. 
Document storage interfaces must be abstracted from the underlying storage 
systems sufficiently to support a multiplicity of different storage systems. 
In the OpenDoc reference implementation, the storage system is constructed 
using Bento containers, for instance. 

DEPR: 

OpenDoc. TM. fnmpniind Dnrument Part Interfaces 
DEPR: 

FIG. 3 shows the Bento object container 56 known in the art. Bento container 
56 can be thought of as an "envelope" for objects and it may be generally 
applied to any object-oriented programming system, including the OpenDoc 
document -centric programming system. Bento container 56 includes standard 
procedures for moving itself, for viewing the inventory list, for removing 
things from and adding new things into the envelope. All such procedures are 
independent of container contents. In a document -centric architecture, Bento 
container 56 serves three functions. It is the reference file storage system, 
the object container for things placed on the clipboard and the container of 
choice for transporting cnmpnund dnrnments across platforms. 

DEPR: 

FIG. 4 shows the structure of the OpenDoc StorageUnit class type embodied as 
object 50. Object 50 includes two "Property" objects 70 and 72. Property 
object 72 includes two embedded Value objects 74 and 76. Value object 76 is 
1 1 nked to another StorageUnit nh j ect 78, which is itself embedded in the same 
current draft object 80 containing StorageUnit 50. .qtnragenni t object 78 is 
also 1 1 nked to two other cnmmnni y-emheddpri StorageUnits 82 and 84 . 

DEPR: 

FIG. 5 shows a "canonical" rnmpnimd drlr^1mpT1^ display 86 according to the 
OpenDoc model, which enables the creation of cnmpnnnd dnc11men^s that are 
created and edited by several cooperating applications working within a single 

rnmpnimd dnrnmpnt- 
DEPR: 

The key to the notion of parts is that each part of a rnmpnimd dnr11men^ has 
its own "content model," which is the model of objects and operations that is 
presented to a user of the part. The content model changes at the boundary 
between parts. For instance, in document 86, text part 98 includes lines, 
words, paragraphs, characters, and embedded button part 100. Internally, the 
part handler in charge of part 98 may have a model that includes run- length 
encoded arrays for style information, line end arrays and similar tools. These 
are not presented to the user so they are not part of the content model . In 
the root graphics part of the rnmpnimd dnrnmpnt , the content objects may look 
very different. Circles, rectangles, and lines are content objects that could 
be provided in such a graphics part. 

DEPR: 

A part and its handler together form the equivalent of a programmatic object 
(data and methods) in the object-oriented programming sense. The part provides 
the state information while the part-handler provides the methods or behavior. 
When bound together, they form an editable segment of a rnmpnimd dnrument . 
Part handlers are dynamically linked into the runtime world of the rnmpnimd 
document based on the part types that appear in the document . Because any type 
of part may appear in any document at any time, the part handlers must be 
dynamically linked to provide a smooth user interface. The OpenDoc system 
assumes that parts are mainly used in a shell that allows a rnmpmmd dnrument 
to act like a single application. This document shell provides an address 
base, distributes events and provides basic user interface resources such as 
windows and menus . 

DEPR: 

Because one of the important features of the OpenDoc system is customized 
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documents, the pal^ handlers must handle two disti^R kinds of events: 
semantic events and user-interface (UI) events. The difference between the two 
event types relates to whether the event makes sense outside of the particular 
document display context. A UI event requires information about where windows 
are located in the display, how parts of the document have been scrolled, or 
in what part a selection was last made. These events include mouse clicks, 
keystrokes and menu activations. In contrast, a semantic event relates to the 
semantics of the cnmpmind r^r)r11mpT^^ and is generally independent of the 
graphical context. Semantic events relate to the content model of the part. 

DEPR: 

Given the presence of multi-part rnmpnund dnniments, a persistent storage 
mechanism is needed to enable multiple part handlers to share a single 
rnmpnun ri rjnr-iimpnt file. OpenDoc assumes that such a storage system can 
effectively give each part its own storage stream and that reliable references 
can be made from one such stream to another. Because many code sections may 
need access to a given part, the storage system must support a robust 
annotation scheme allowing information to be associated with a part without 
disturbing the part format. 

DEPR: 

At runtime, OpenDoc assumes that an instance of the document shell is created 
for each document. This generic shell must provide four basic structures to 
the part handlers: (a) the storage system, (b) the window and its associated 
state, (c) the event dispatcher and (d) an arbitration registry for 
negotiating shared resources such as the menu bar. The runtime shell may also 
be responsible for binding and loading part handlers for the parts that appear 
in the rnmpnund dnriimpnf It is assumed that once a given part handler is 
loaded, any part in any document may share the executable code of the part 
handler . 



DEPR: 

Because OpenDoc separates the part handlers from document level functions, new 
features can be added to rnmpnnnd dnriiments without revising of existing 
applications. OpenDoc' s document shell thus provides access to existing 
applications without modification. OpenDoc also allows for collaboration 
between parts through scripting. Scripting forms a rich medium for 
coordinating the work of parts in documents and allows users and parts to work 
together to perform tasks. 

DEPR: 

The Open Scripting Architecture (OSA) provides an open architecture for 
scripting languages such as OREXX, Apple Script, OLE Automation, and Scriptx. 
The OSA includes two components. The first is the typing of script types that 
permits inclusion of the correct scripting engine for script processing. The 
second is the standardization of script semantic messages in the Open Event 
form. Scripts become part of a rompnnnd dnrnmf^nf , either attached or embedded 
as necessary. They may be used to implement control structures or used as 
instructions for embedding into documents that are mailed or transferred out 
of the network . 



DEPR: 

The Open Events model is based on the standard registry of verbs and object 
classes. Open Events are arranged in application suites that include such 
application groups as "Required," "Core," "Text," "Table," "Database," 
" Cnmpnnnd nnr^1mpn^ , " and many others yet to be invented. Each event includes 
three elements. These are (a) event verbs such as "Open," "Close," "Select," 
"Get," "Put," and the like, (b) object classes or object specifiers such as 
"Application," "Document," "Word," "Paragraph," "Circle," and the like, and 
(c) descriptor types such as Boolean Fixed Attribute "greater than," 
"3.sup.rd," "bold," and the like. 

DEPR: 

A new compound dnrnment- part, herein denominated the CHRON part, allows the 
user working on a rnmpnnnd dnrumpnt- to specify "script events" with which the 
operating system automatically executes designated scripts at predetermined 
times. FIG. 7 shows a rnmpnnnd dnrumpnt object 120 that includes two CHRON 
objects 122 and 124. Document 120 also by way of example is shown having an 
embedded text part 126, an embedded video part 128, a table part 130, and an 
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image part 132 . eSRti of the parts within document may be opened by the 

user to view or edit its contents. The document -centric system automatically 
links each object to the part handler necessary for editing and/or viewing the 
content of the object. For instance, text object 126 can be opened by the user 
with a mouse click. The system then may respond to the mouse click by 
launching a part handler to display the text content of object 126 and/or 
laiinching a text editing application program to accept keyboard and mouse 
editing commands from the user. Both display and editing can be limited to a 
predefined window in the user display. 

DEPR: 

The CHRON class type also includes one or more scheduled- time parts 
(time/date), as exemplified by scheduled- time parts 134 and 136, each of which 
specifies when a script is to be executed. CHRON part 122 may also include a 
table part (not shown) that specifies the relationship between the two 
scheduled- time parts 134 and 136 and the single script part 138, for example. 
An instance of the CHRON class type may be inserted into any container part 
within a compound dnrnment, including the root document itself exemplified by 
document 120. Thus, although not shown, if script event 142 in CHRON part 124 
causes the execution of a word search in the content model of text part 126, 
then CHRON part 124 could be embedded within text part 126 itself rather than 
in root document 120. 



DEPR: 

While the invention discussed above is primarily disclosed as a process, 
practitioners of ordinary skill in the art can appreciate that an apparatus or 
system, such as the system illustrated in FIG. 11, can be programmed or 
otherwise designed to facilitate the practice of the process of this 
invention. For instance, system 200 in FIG. 11 may include a central 
processing Unit (CPU) 202 linked to a graphical user interface (GUI) display 
204 and a memory system 206. The system user may view and edit rompnnnfi 
documents from a keyboard 208 and a mouse 210 in combination with GUI display 
204. Memory 206 may be linked to a persistent data storage subsystem 212 in 
the usual manner. In a cnmpnund dommpnt system, memory 206 may include 
numerous program objects, exemplified by a storage manager program object 214 
for controlling data transfers between memory 206 and persistent memory 212, 
an operating system object 216 for controlling all system activities, and a 
plurality of class type instances, otherwise herein denominated "objects," 
exemplified by object 218. By way of example, object 218 may represent a 
compound document including an instance of the CHRON class type of this 
invention. It can be understood and appreciated that a computer system 
exemplified by system 200 in FIG. 11 also falls within the spirit and scope of 
this invention. 



CLPR: 

1. In a machine -implemented document -centric application processing system 
including a data processor coupled to a user display, to means for accepting 
user requests and to memory means including persistent storage means for 
storing an object-oriented operating system and a class library of objects 
including a plurality of data objects and a plurality of program objects, said 
memory means including a script-editing program object, a schedule-time object 
editor, an icon-display program object, an event -scheduling system and a 
plurality of parts and part editors, a machine-executed method for scheduling 
script execution in a compound dncumpnt- object, said method comprising the 
steps of: 

CLPR: 

5. A reusable rnmpnund dnrnmpnf script scheduling object for scheduling script 
execution in a cnmpnund rinny^mpnt object in a machine- implemented 
document-centric application processing system including a data processor 
coupled to a user display, to means for accepting user requests and to memory 
means including persistent storage means for storing an object-oriented 
operating system and a class library of objects including a plurality of data 
objects and a plurality of program objects, said memory means including a 
script-editing program object, a schedule-time object editor, an icon-display 
program object, an event -scheduling system and a plurality of parts and part 
editors, said reusable script scheduling object comprising: 

CLPR: 
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10. An object -or J^ffied rnmpnnnrl r^nrl1mpn^ processin^'system comprising: 
CLPR: 

11. The object-oriented rnmpnnrKi dnr■11mc^n^ processing system of claim 10 
further comprising: 

CLPR : 

12. The object-oriented rnmpmind dnr-nnn^nt- processing system of claim 11 
wherein each said CHRON icon schedule field comprises: 



13. The object-oriented cnmpnund dncnment- processing system of claim 12 
wherein said GUJI linkage means includes means for launching said 
script-editing program object to edit said script object responsive to a user 
request. 

CLPR: 

14. The object-oriented cnmpnnnd dnrnmpnt- processing system of claim 11 
wherein said GUI linkage means includes means for launching said 
script-editing program object to edit said script object responsive to a user 
request . 

CLPR: 

15. A computer program product for use in scheduling script execution in 
mmpmind ^ dnnimpnt objects in a machine -implemented document -centric 
application processing system including a data processor coupled to a user 
display, to means for accepting user requests and to memory means including 
persistent storage means for storing an object-oriented operating system and a 
class library of objects including a plurality of data objects and a plurality 
of program objects, said memory means including a script -editing program 
object, a schedule-time object editor, an icon-display program object, an 
event -scheduling system and a plurality of parts and part editors, said 
computer program product comprising: 

CLPV: 

(a) spawning in said memory means an instance of a reusable CHRON object 
including at least one script object and at least one schedule-time object, 
said instance being contained in said rnmpnnnri dnciimpnt object; 

CLPV : 

object container means stored in said memory means for containing said at 
least one script object and said at least one schedule-time object and for 
linking the components of said reusable script scheduling object with other 
said parts contained in said rnmpnnnd dornmpnt- ; and 

CLPV: 

a plurality of compound dnciiments each containing one or more parts in said 
memory means,- 

CLPV: 

one or more reusable script -scheduling objects each for scheduling script 
execution in a rnmpnimd dnrnmf^nt ; 



means recorded on said recording medium for directing said document -centric 
application processing system to spawn in said memory means an instance of a 
reusable CHRON object including at least one script object and at least one 
schedule-time object, said instance being contained in said rnmpminri dnniment 
obj ect ; 



CLPR: 



CLPV: 
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BSPR: 

An advantage of using object-oriented techniques is that these techniques can 
be used to facilitate the sharing of data and code. In particular, 
object-oriented techniques facilitate the creation of rnmpminri rirlr■nmpn^c; ^ 
cnmpoiind document is a document that contains objects generated by various 
computer programs. (Typically, only the data members of the object and the 
class type are stored in a compnnnd rinr-iiment ■ ) For example, a word processing 
document that contains a spreadsheet object generated by a spreadsheet program 
is a compound document . A word processing program allows a user to embed a 
spreadsheet object (e.g., a cell) within a word processing document. To allow 
the embedding of a spreadsheet object, the word processing program needs to be 
compiled with the class definition of the spreadsheet object to enable the 
word processing program to invoke function members of the spreadsheet object. 
To allow objects of an arbitrary class to be embedded into rnmpnund dnrnmpntH, 
interfaces are defined through which an object can be accessed without the 
need for the word processing program to have access to the class definitions 
at compile time. An abstract class is a class in which there is at least one 
virtual function member with no implementation (a pure virtual function 
member) . An interface is an abstract class with no data members and whose 
virtual functions are all pure. Thus, an interface provides a protocol for two 
programs to communicate. Interfaces are typically used for derivation: a 
program implements classes that provide implementations for the interfaces the 
classes are derived from. Thereafter, objects are created as instances of 
these derived classes. 

DEPR: 

In the case of a cnmpmmd dnrnmpni- system, the client program implements the 
rnmpnund dnr11mpn^ and the server program provides server code to manage 

embedded (r>r 1 i nVed) nhjertp; stored within the cnmpmmd dnmimenl- Referring to 

the example described in the Background section, the word processing program 
is the client program, which provides support for the cnmpniinri d nnument . The 
embedded spreadsheet object is supported and manipulated by the spreadsheet 
program, which is the server program. 

DEPR: 

In addition to the location of server code, a server program can specify in 
the persistent registry that it wants the server code to be run in a 
particular security context. A security context is used by the computer system 
to ensure that only certain code can access data, code, and system resources 
that require a defined level of anthnri 7.piri on before access is permitted. If 
the code to be executed has a security context with the proper Anthnri 7:at- i nn 
specified, then access to protected data, code, and resources is permitted. A 
security context specification is typically operating system dependent. For 
example, a security context can be viewed as a user account (user ID) and a 
password. There are many ways to implement the specification of a security 
context. In one embodiment, the server code specifies user IDs in a persistent 
registry and corresponding passwords in a secure database. When a network 
service or client program executes server code, it uses the information in the 
persistent registry and secure database to execute the server code in a 
particular security context. 
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